
Dedicated to Safety in the Amusement Industry 

Majestic Manufacturing, Inc.       
Majestic Manufacturing, Inc. * PO Box 128 

4536 State Route 7, New Waterford, Ohio 44445 
 

Subject:   Majestic Bumper Car Velocity 

 

 

ATTN: OWNER/OPERATOR 

 
 This bulletin pertains to the operation of your Majestic unit.  This Service Bulletin 

must remain with the owner’s manual at all times.  If you have any questions regarding 

the Bulletin, contact our office at 330/457-2447, M-F 8:00a.m.-4:30p.m. E.S.T. ** Fax 

330/457-7490. 

 

SERVICE BULLETIN 
 

 

Date: May 8, 1996   

 

S.B. Number: 96-8   

 

Notice: 

This service bulletin is to all owner/operators with Majestic Bumper cars and rectifiers.  

Daily inspections are required on all electrical components and speed selection settings to 

insure safe operating conditions.  Incoming electricity, outside elements, integrity of the 

floor, ceiling and cars all combine together and must produce a safe operation. 

 

1. Recommended speed setting for a floor/ceiling ride is three (3) on the rectifier   

           or approximately 3 feet per second for adult cars. 

2. Recommended speed setting for a floor only type ride is one (1) to two (2) on  

the rectifier which will produce 3 feet per second for adult cars.  

3.  Recommended speed setting for all Mini bumper cars is 1 foot per second. 

4.  The higher the speed setting, the greater the risk for an accident. 

5.  The owner/operator should exercise prudent judgement on who may and who   

may not safely operate the bumper cars. 

 

For additional information regarding the safe operation and maintenance of bumper cars, 

Majestic offers both training and maintenance procedures. 

 

If you have any questions on factory standards or procedures on our equipment, contact 

Majestic Manufacturing, Inc. during normal business hours of 8:00 a.m. to 4:30 p.m. 

Monday through Friday, E.S.T. at 330/457-2447 or toll free at 1-888-MAJ-RIDE. 


